
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

1H  X  2W
4”

116”

18” 10.5” 1,700
GASKET SL-DB1204-PVC-116-GSK

SLIP SL-DB1204-PVC-116-SLP

6” 22.25” 12.625” 2,300
GASKET SL-DB1206-PVC-116-GSK

SLIP SL-DB1206-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

1H  X  3W
4”

116”

25.5” 10.5” 2,300
GASKET SL-DB1304-PVC-116-GSK

SLIP SL-DB1304-PVC-116-SLP

6” 31.875” 12.625” 3,100
GASKET SL-DB1306-PVC-116-GSK

SLIP SL-DB1306-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

1H  X  4W
4”

116”

33” 10.5” 3,000
GASKET SL-DB1404-PVC-116-GSK

SLIP SL-DB1404-PVC-116-SLP

6” 41.5” 12.625” 4,100
GASKET SL-DB1406-PVC-116-GSK

SLIP SL-DB1406-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

1H  X  5W
4”

116”

40.5” 10.5” 3,600
GASKET SL-DB1504-PVC-116-GSK

SLIP SL-DB1504-PVC-116-SLP

6” 51.125” 12.625” 5,000
GASKET SL-DB1506-PVC-116-GSK

SLIP SL-DB1506-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

2H  X  2W
4”

116”

18” 18” 2,800
GASKET SL-DB2204-PVC-116-GSK

SLIP SL-DB2204-PVC-116-SLP

6” 22.25” 22.25” 3,800
GASKET SL-DB2206-PVC-116-GSK

SLIP SL-DB2206-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

2H  X  3W
4”

116”

25.5” 18” 3,800
GASKET SL-DB2304-PVC-116-GSK

SLIP SL-DB2304-PVC-116-SLP

6” 31.875” 22.25” 5,300
GASKET SL-DB2306-PVC-116-GSK

SLIP SL-DB2306-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

2H  X  4W
4”

116”

33” 18” 4,900
GASKET SL-DB2404-PVC-116-GSK

SLIP SL-DB2404-PVC-116-SLP

6” 41.5” 22.25” 6,900
GASKET SL-DB2406-PVC-116-GSK

SLIP SL-DB2406-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

2H  X  5W
4”

116”

40.5” 18” 6,000
GASKET SL-DB2504-PVC-116-GSK

SLIP SL-DB2504-PVC-116-SLP

6” 51.125” 22.25” 8,400
GASKET SL-DB2506-PVC-116-GSK

SLIP SL-DB2506-PVC-116-SLP

Precast Electrical Duct Bank

DATA SHEET - STRAIGHTS, STANDARD CONFIGURATIONS

Efficiency EngineeredTM

Note: Standard configurations shown. All weights shown are approximate. Custom configurations available. Joint and conduit types vary depending on project/application specifications.
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CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

3H  X  2W

4”

116”

18” 25.5” 3,800
GASKET SL-DB3204-PVC-116-GSK

SLIP SL-DB3204-PVC-116-SLP

6” 22.25” 31.875” 5,300
GASKET SL-DB3206-PVC-116-GSK

SLIP SL-DB3206-PVC-116-SLP

CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

3H  X  3W
4”

116”

25.5” 25.5” 5,300
GASKET SL-DB3304-PVC-116-GSK

SLIP SL-DB3304-PVC-116-SLP

6” 31.875” 31.875” 7,400
GASKET SL-DB3306-PVC-116-GSK

SLIP SL-DB3306-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

3H  X  4W
4”

116”

33” 25.5” 6,800
GASKET SL-DB3404-PVC-116-GSK

SLIP SL-DB3404-PVC-116-SLP

6” 41.5” 31.875” 9,700
GASKET SL-DB3406-PVC-116-GSK

SLIP SL-DB3406-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

3H  X  5W
4”

116”

40.5” 25.5” 8,300
GASKET SL-DB3504-PVC-116-GSK

SLIP SL-DB3504-PVC-116-SLP

6” 51.125” 31.875” 11,800
GASKET SL-DB3506-PVC-116-GSK

SLIP SL-DB3506-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

4H  X  2W
4”

116”

18” 33” 4,900
GASKET SL-DB4204-PVC-116-GSK

SLIP SL-DB4204-PVC-116-SLP

6” 22.25” 41.5” 6,900
GASKET SL-DB4206-PVC-116-GSK

SLIP SL-DB4206-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

4H  X  3W
4”

116”

25.5” 33” 6,800
GASKET SL-DB4304-PVC-116-GSK

SLIP SL-DB4304-PVC-116-SLP

6” 31.875” 41.5” 9,700
GASKET SL-DB4306-PVC-116-GSK

SLIP SL-DB4306-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

4H  X  4W
4”

116”

33” 33” 8,700
GASKET SL-DB4404-PVC-116-GSK

SLIP SL-DB4404-PVC-116-SLP

6” 41.5” 41.5” 12,400
GASKET SL-DB4406-PVC-116-GSK

SLIP SL-DB4406-PVC-116-SLP
CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

4H  X  5W 4” 116” 40.5” 33” 10,700

GASKET SL-DB4504-PVC-116-GSK

SLIP SL-DB4504-PVC-116-SLP

RED-E-DUCT Precast Electrical Duct Bank

Engineered for Efficiency. Designed for Performance.

Note: Standard configurations shown. All weights shown are approximate. Custom configurations available. Joint and conduit types vary depending on project/application specifications.

Pg. 2



CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

5H  X  2W 4” 116” 18” 40.5” 6,000

GASKET SL-DB5204-PVC-116-GSK

SLIP SL-DB5204-PVC-116-SLP

CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

5H  X  3W 4” 116” 25.5” 40.5” 8,300

GASKET SL-DB5304-PVC-116-GSK

SLIP SL-DB5304-PVC-116-SLP

CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

5H  X  4W 4” 116” 33” 40.5” 10,700

GASKET SL-DB5404-PVC-116-GSK

SLIP SL-DB5404-PVC-116-SLP

CROSS SECTION CONFIGURATION CONDUIT SIZE LENGTH WIDTH HEIGHT WEIGHT TYPE RED-E-DUCT PART NUMBER

5H  X  5W 4” 116” 40.5” 40.5” 13,000

GASKET SL-DB5504-PVC-116-GSK

SLIP SL-DB5504-PVC-116-SLP

RED-E-DUCT Precast Electrical Duct Bank

Engineered for Efficiency. Designed for Performance.

Section Lengths:   116” 

Conduit Types:   Schedule 40 or Type Precast  EB

Conduit Sizes:   4” or 6” 

Joint Types:   Gasketed or Slip Fit 

Note: Standard configurations shown. All weights shown are approximate. Custom configurations available. Joint and conduit types vary depending on project/application specifications. 
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Conduit Materials
The conduits in RED-E-DUCT are built to the highest 
industry standards. Polyvinyl Chloride (PVC) conduits are 
manufactured to comply with NEMA and UL standards.

Stack or Side by Side
Straight standard configurations may be used in combination 
(single, side-by-side, and/or stacked), allowing for the design 
and installation of the most complex duct bank systems.

Applicable Standards:

1.	 NEMA TC-2, TC-6, TC-8 Electrical Polyvinyl Chloride 
(PVC) Tubing and Conduit

2.	 UL 651 Standard for Schedule 40,Type EB and PVC 
Conduit and Fittings

Joint Types
RED-E-DUCT sections offer multiple joint types to support any project requirement. 

Gasketed Joint
Watertight in accordance with NEMA TC-2 Section 5.4 
suitable for projects where water infiltration is a concern.

Slip Fit Non-Gasketed
Concrete tight joint suitable for use with submerged rated 
cable or in duct banks where water infiltration is not a concern.

RED-E-DUCT Precast Electrical Duct Bank

Engineered for Efficiency. Designed for Performance.
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Quality Assured
All RED-E-DUCT products are manufactured by a Contech 
production facility that is certified by one or more of the 
following agencies: 

•	 American Concrete Pipe Association (ACPA)  

•	 National Precast Concrete Association (NPCA) 

•	 Precast/Prestressed Concrete Institute (PCI)

Efficiency Engineered

U.S. Patent 20120298244. Other patents pending.

Get social with us:

800-338-1122 | www.ContechES.com

Find out how RED-E-DUCT can improve your next project  
Call the Engineered Products Application Team at:  
844.733.3828 (844.RED.DUCT) 
 
Or send your request directly to  
info@rededuct.com 

rededuct.com

NOTHING IN THIS CATALOG SHOULD BE CONSTRUED AS A WARRANTY. APPLICATIONS 

SUGGESTED HEREIN ARE DESCRIBED ONLY TO HELP READERS MAKE THEIR OWN EVALUATIONS 

AND DECISIONS, AND ARE NEITHER GUARANTEES NOR WARRANTIES OF SUITABILITY FOR ANY 

APPLICATION. CONTECH MAKES NO WARRANTY WHATSOEVER, EXPRESS OR IMPLIED, RELATED 

TO THE APPLICATIONS, MATERIALS, COATINGS, OR PRODUCTS DISCUSSED HEREIN. ALL IMPLIED 

WARRANTIES OF MERCHANTABILITY AND ALL IMPLIED WARRANTIES OF FITNESS FOR ANY 

PARTICULAR PURPOSE ARE DISCLAIMED BY CONTECH. SEE CONTECH’S CONDITIONS OF SALE 

(AVAILABLE AT WWW.CONTECHES.COM/COS) FOR MORE INFORMATION.
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